
W.EASY 
SYSTEM REQUIREMENTS

YOU GLADLY CAN USE YOUR OWN HARDWARE. TO 
THIS THERE ARE SPECIAL SYSTEM REQUIREMENTS 
THAT HAVE TO BE FULFILLED.

The only multibrand diagnostic tool for commercial vehicles worldwide that 
integrates the WABCO and Haldex-competences in one complete solution.

CPU
min. 2GHz/dual-core (Intel i3 or 
equivalent)

Main memory min. 4 GB

Operating system Windows 10 64-bit, Windows 11 64-bit

HDD/SSD min. 20 GB of free hard disk space

Bluetooth

Bluetooth BT Class 1, 300m standard, 
(simultaneous) 4-channel capacity 
with original Microsoft, Widcom stack 
or Toshiba stack (driver)

Interfaces min. 1 USB 2.0 connection

Network
LAN 10/100/1000, W-LAN
Internet connection required *

Display Full HD display resolution 1920 x 1080

* Is required for license updates, updates and to use important functions 

Required Windows user rights
• Admin rights (full access) required for: W.EASY installation folder
Writing authorization: Windows registry 

Further Software:
Following further software is required to be able to use the complete 
range of functions of the W.EASY software:
• Acrobat Adobe Reader (from Version 8 on)
• Microsoft .NET Framework 3.5
   
Further Requirements
Computer: fully operative i.e. absolutely no hardware conflicts and/
or missing driver installations for hardware components of the com-
puter are existing. 

Kindly note that we don’t offer any technical support for customer-
own-hardware. By the use of our input devices the diagnostic tool is 
operational immediately.

The robust Panasonic FZ-55  is es-
pecially adapted for the W.EASY 
diagnostic software and is therefore 
recommended by WABCOWÜRTH.


